Laboratory Equipment 

 (
Safety garment, 
Protective 
handwear
, to avoid 
direct contact with irritants, or pathogens
)Nitrile  gloves………………….[image: A disposable nitrile glove]
 (
Safety garment, 
Protective clothing, 
to 
avoid 
 direct
 contact with irritants, or pathogens
)Safety Apron…………………. [image: http://www.continentalclay.com/images/medium/image_478.jpg]

 (
Safety 
garment 
 
Protective eyewear
 that usually enclose or protect the eye area in order to prevent particulates, water or chemicals from striking the 
eyes
.
)Safety goggles……………[image: http://www.wardrobesupplies.com/store/media/safety_goggles.gif]

 (
A 
beaker
 is a simple container for stirring, mixing and heating liquids commonly used in many laboratories. Beakers are generally 
cylindrical
 in shape, with a flat bottom. Beakers are available in a wide range of sizes, from one 
millilitre
 up to several 
litres
.
)Beaker…………….[image: http://www.koh-development.com/Images/beaker.jpg]   
 (
A test tube
, also known as a 
culture tube
, is a piece of 
laboratory glassware
 composed of a finger-like length of 
glass
 tubing, open at the top, with a rounded U-shaped bottom.
)
test tubes…………………………….[image: http://www.fbi.gov/hq/lab/labannual05/page_iiic.jpg]  
 (
A 
graduated cylinder
 (also called 
measuring cylinder
 or 
graduated glass
) is a piece of 
laboratory glassware
 or 
plasticware
 used to accurately measure out volumes of chemicals for use in reactions.
)Graduated cylinder……………..[image: http://www.koh-development.com/Images/classA_graduated_cylinder.jpg] 

 (
Laboratory flasks
 are vessels (containers) which fall into the category of 
laboratory
 equipment known as 
glassware
. 
)
Laboratory flasks …….. [image: http://www.indigo.com/glass/gphglass/erlenmeyer-flasks.jpg]




 (
Petri dish
 is a shallow 
glass
 or 
plastic
 
cylindrical
 dish that 
biologists
 use to 
culture
 
cells
. It was named after the 
German
 bacteriologist 
Julius Richard Petri
 (
1852
–
1921
) who invented it in 
1887
 when working as an assistant to 
Robert Koch
. 
)petri dish……………………………   [image: http://upload.wikimedia.org/wikipedia/commons/8/8e/Szalka_petriego.jpg]
 (
A meter stick is 
a rule one meter long (usually marked off in centimeters and millimeters)
)meter stick…………………………[image: http://webapps.lsa.umich.edu/physics/demolab/controls/imagedemosm.aspx?picid=1167] 
 (
Scissors, scalpel, probes, and pins used to dissect diverse tissues 
)dissecting equipment…………[image: http://www.hewats.com/p_im/W129_thm.jpg]





Weather instruments…………………………………………………….
· Barometric Pressure Sensor 
	 (
A Barometric Pressure Sensor is used to report atmospheric pressure in 
a  range
 from 800 to 1100 
mb
. 
)[image: Barometric Pressure Weather Instruments]
	



· [bookmark: Solar]Solar Radiation Sensor 
	 (
A Radiation Sensor obtains accurate readings of solar radiation in the environment.
)[image: Solar Radiation Weather Transmitters]
	





· [bookmark: Speed]Wind Speed Sensor 
	 (
The Wind Speed gauge measures wind speeds of up to 110 MPH with a 3 cup anemometer.  
)[image: Wind Speed Weather Instruments]
	


· [bookmark: Direction]Wind Direction Sensor 
	 (
The direction sensor accurately measures wind direction even in the harshest environments.  
)[image: Wind Direction Weather Sensors]
	
 


[bookmark: Temperature]Humidity Sensor, Temperature Sensor
	 (
Measures
 
environment
 
humidity
 and 
temperature
)[image: Humidity Weather Transmitters,Temperature Weather Instruments]
	 




 (
A 
spring scale
 is a 
weighing scale
 used to measure 
force
, such as the force of 
gravity
, exerted on a 
mass
 or the force of a person's grip or the force exerted by a towing vehicle.
)Spring scale………………….[image: http://www.northerntool.com/images/product/images/19392_lg.jpg]  
 (
A triple beam balance is a type of balance commonly used in the laboratory to determine the weight or mass of things.
)
Balance…………………[image: http://www.thesciencefair.com/Merchant2/graphics/00000001/TripleBeamBalanceCNC6-4_M.jpg] 
 (
A 
microscope
 (
Greek
: 
μ
ικρόν
 (
micron
) = small + 
σκο
π
ε
ῖ
ν
 (
skopein
) = to look or see) is an 
instrument
 for viewing objects that are too small to be seen by the naked or unaided 
eye
)Microscope……………[image: http://www.williamsclass.com/Microscope%20use/Images/JPG%20Images/MicroscopeLabeled.gif] 
 (
A telescope
 is an instrument design
ed for the observation of far away
 objects and the collection of 
electromagnetic radiation
.
)Telescope…………………. [image: http://www.made-in-china.com/image/2f0j00jvTaJUECYfbeM/Telescope-F90060M-F80060M-.jpg] 
 (
The 
thermometer
 is a device that measures 
temperature
 or 
temperature gradient
 using a variety of different principles.
)Thermometer…………………[image: http://www.germes-online.com/direct/dbimage/10340276/Glass_Tube_Thermometer.jpg]

 (
Hot plates are used in laboratory settings to heat glassware
) Hotplate…………………………[image: ]
 (
Altimeters
, 
Clinometers and 
Levels
Compasses
, 
Field Bags
, 
Field Markers
 ,
Forestry
, 
GPS
, 
Mapping Tools
, 
Measuring Wheel and, Pedometers
, 
Nets
, 
Pans and Shovels
, 
Personal Gear
, 
Physical Properties Testers
, 
Rangefinders
, 
Rock Hammers and Chisels
, 
Transits
, 
Traps and Feeders
. 
Waterproof Notebooks
)Field equipment …………………[image: http://www.reenactor.net/units/151ri/images/french-kit.gif]
	



	



 (
A 
computer
 is a 
machine
 that manipulates 
data
 according to a list of 
instructions
)Computer…………………….[image: http://estudiantes.uprrp.edu/administrativo/servtecnico/docs/computer.jpg] 
 (
Reac
tants used to determine 
properties and contents of water such as
 pH, Bacteria, 
Pesticide  Nitrate
, Nitrite,  Chlorine, 
Lead
 
 
)Water test kit……………….[image:  All-In-One Water Test Kit Contents]


 (
Device used to keep track of specific time
)Timing device…………………..[image: http://www.coders4fun.com/wp-content/uploads/2007/05/timer.jpg]
 (
Used to perform mathematical calculations.
)Calculator………………………..[image: http://www.hiltonmortgagegroup.com/files/681459/uploaded/calculator.jpg]
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